
SKYPAK airline trolley 
your own design
Design template



_File format:
Image files with the file extensions “JPG” or “PDF” are accepted 
only, these should be made in CMYK color mode, and to 
achieve the first quality results the print data should be in 300 
dpi resolutions.

_Print data:
You are to create a print data, which should be positioned 
circumferentially on the 4 trolley sides. It is very important to 
adhere to the following sequence: Front Side Left Side Back 
Side Right Side (see figure 1). Please take care that certain 
picture areas can be cut back during the print assembly (5 mm 
bleed). These are marked in grey in the graphic. Please, don’t 
position the important picture areas in these grey marked fields 
(see figure 2).

_Quality: 
Skypak prints every motive in high resolution; the accuracy 
of image reproduction depends on the data we get from you. 
Should we ascertain with the data check that the image quality 
is substandard, we are sure to inform the customer about the 
possible risks, so that a new data exchange can take place.

_Dispatch:
The image data are to be sent per Email to: office@skypak.de 
or as CD per post to: Skypak, Theodor-Heuss-Ring 10, 50668 
Cologne.

Please follow these guidelines:

Fig. 1
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Fig. 2

PLEASE USE THE FOLLOWING DIMENSIONS:



77 mm 77 mm77 mm 67 mm 67 mm

0 mm 22 mm32 mm40 mm

FRONT BACKLEFT RIGHT

32 mm

HIGHTS AND INTERMEDIATE DISTANCES:

aluminum frame

Fig. 3


